The following instructions are intended to assist the dealer in the assembly the RMRSTAND Compaction Stand and installation of either a rammer or forward plate compactor on the RMRSTAND. Please read all assembly instructions before installation.

REQUIRED TOOLS

- Wrench
- Flat blade screwdriver

PARTS

Verify that all parts are accounted for. See Table 1 for list of parts. See Figure 1 and Figure 2 for location of parts.

<table>
<thead>
<tr>
<th>Item No.</th>
<th>Part No.</th>
<th>Description</th>
<th>QTY.</th>
<th>Remarks</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>RMRSTAND</td>
<td>Kit, Compaction Stand</td>
<td>1</td>
<td>Includes items 1-12</td>
</tr>
<tr>
<td>2</td>
<td>803723</td>
<td>Display Base</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>803718</td>
<td>Display Post</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>4</td>
<td>492597J</td>
<td>3/8&quot; Flat Washer</td>
<td>2</td>
<td></td>
</tr>
<tr>
<td>5</td>
<td>492624J</td>
<td>3/8&quot; Lock Washer</td>
<td>2</td>
<td></td>
</tr>
<tr>
<td>6</td>
<td>803715</td>
<td>Bracket</td>
<td>2</td>
<td></td>
</tr>
<tr>
<td>7</td>
<td>504322J</td>
<td>1/2&quot; Flat Washer</td>
<td>2</td>
<td></td>
</tr>
<tr>
<td>8</td>
<td>492444J</td>
<td>1/2&quot; NF x 1.1/4 Screw</td>
<td>2</td>
<td></td>
</tr>
<tr>
<td>9</td>
<td>803722</td>
<td>Plate</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>10</td>
<td>DULT100393J</td>
<td>Screw, M6 x 20</td>
<td>2</td>
<td></td>
</tr>
<tr>
<td>11</td>
<td>803833</td>
<td>Exhibit Decal, Rammers</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>12</td>
<td>803834</td>
<td>Exhibit Decal, Forward Plates</td>
<td>1</td>
<td></td>
</tr>
</tbody>
</table>

WORK SAFELY!

Follow all shop safety rules when performing this installation.

PROCEDURE

For illustration of each step, refer to Figure 1 for forward plate compactor and Figure 2 for rammer. See Table 1 for description of item numbers called out in illustrations.

1. Install the post (P/N 803718) to the display base (P/N 803723) and secure with two screws (P/N 492451J), flat washers (P/N 492597J), and lock washers (P/N 492624J).

2. Mount the plate (P/N 803722) to the post and secure with 2 screws (P/N DULT100393J).

3. Peel off backing of decal (P/N 803834 for plate compactor or P/N 803833 for rammer) and carefully center and attach to the plate.

4. The plate compactor or rammer can now be placed on the display base.

Perform next step for RAMMERS ONLY:

5. Secure rammer to display base with two brackets (P/N 803715) and tighten with screws (P/N 492444J) and flat washers (P/N 504322J).

NOTICE

The revolving base allows the rammer to be rotated 360 degrees.
**STEP 1**
ATTACH DISPLAY POST.

**STEP 2**
ATTACH DISPLAY PLATE.

**STEP 3**
ATTACH DECAL.

Figure 1. Forward Plate Compactor Installation onto RMRSTAND
**STEP 1**
ATTACH DISPLAY POST.

**STEP 2**
ATTACH DISPLAY PLATE.

**STEP 3**
ATTACH DECAL.

**STEP 4**
ATTACH BRACKETS.

Figure 2. Rammer Installation onto RMRSTAND
HERE’S HOW TO GET HELP
PLEASE HAVE THE MODEL AND SERIAL NUMBER ON-HAND WHEN CALLING

UNITED STATES

Multiquip Corporate Office
18910 Wilmington Ave.
Carson, CA 90746
Contact: mq@multiquip.com

Tel. (800) 421-1244
Fax (310) 537-3927

MQ Parts Department
800-427-1244
310-537-3700

Service Department
800-421-1244
310-537-3700

Fax: 310-537-4259

Technical Assistance
800-478-1244
Fax: 310-943-2238

Warranty Department
800-421-1244
310-537-3700

Fax: 310-943-2249

UNITED KINGDOM

Multiquip (UK) Limited Head Office
Unit 2, Northpoint Industrial Estate,
Globe Lane,
Dukinfield, Cheshire SK16 4UJ
Contact: sales@multiquip.co.uk

Tel: 0161 339 2223
Fax: 0161 339 3226

© COPYRIGHT 2014, MULTIQUIP INC.

Multiquip Inc and the MQ logo are registered trademarks of Multiquip Inc. and may not be used, reproduced, or altered without written permission. All other trademarks are the property of their respective owners and used with permission.

The information and specifications included in this publication were in effect at the time of approval for printing. Illustrations, descriptions, references and technical data contained in this document are for guidance only and may not be considered as binding. Multiquip Inc. reserves the right to discontinue or change specifications, design or the information published in this publication at any time without notice and without incurring any obligations.