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Technical Information 
This bulletin is provided for technical reference and service related updates. If you have any questions, comments or do not wish to receive these e-mails, please reply to this e-mail or call 

the Service Technical Support Group 800 478-1244. 

Product Group: WATER PUMPS  

Model: QP2 & 3-TH, TZ, TY, TE 

 

 

MECHANICAL SEAL ORIENTATION 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

  

ILLUSTRATION NOT TO SCALE 

Avoid contacting these 
seal faces with fingers. 
 

Mechanical seal sleeve. 
The inner end of the sleeve 
is tapered for the O-ring. 

The rotating mechanical seal portion 
goes pressed into the sleeve by hand; 
avoid contacting sealing surface with 

fingers. 

Shims of various sizes used 
to adjust impeller to volute 

clearance, ideally to .010”.  

Impeller 

Mechanical seal sleeve 
O-ring, lightly grease and 
slide over crankshaft onto 

machined shoulder.  

The stationary mechanical 
seal portion goes pressed 
into the pump casing by 
hand; avoid contacting 
sealing surface with fingers. 

Engine 

crankshaft 

The purpose of this document is to provide a basic overview and brief description of how the 

mechanical seal and related components are oriented in the pump end. 


